
P R O D U C T  D AT A  S H E E T

HANDSET 
HB10RF
Features:
• Handset controlling 2 channels
• Easily operated by both left and right-handers
• Colour on top is silver and the bottom is a soft
 black rubber coating
• Simultaneous drive up and down
• Transmitter signal based on 433 MHz
• Long life batteries included (not changeable). 
 Lifetime of battery by normal use is min. 5000
 full strokes of TD

Option:
• Customised silk screen printing on cover

Usage:
• Ambient temperature +5°C to 40°C
• Compatible with all TD1, TD2 by use of the RFR
 box and TD3 series

Accessories:
• Holder for HB10

The HB10RF handset is designed for use with 

TWINDRIVE™ radio frequency based (RF) systems 

for leisurebeds. 

The HB10RF handset combines ergonomic design 

and functionality into a user-friendly handset 

without any annoying cable.



Specifications subject to change without prior notice. 
It is the responsibility of the product user to determine the suitability 
of LINAK A/S products for a specific application. LINAK will at point of 
delivery replace/repair defective products covered by the warranty 
if promptly returned to the factory. No liability is assumed beyond 
such replacement/repair.
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HB12RF0000

Dimension:

HB10RF
Ordering example:

H B 1  2  R F  0  0 0  0

Colour: 0 = Standard

00 = Standard

Options: 0 = Standard

Functionality: RF = RF transmitter 433 MHz

No. of ports: 2 = Standard 2 motor TD1 + TD2 + TD3


